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Fluo Colors

A ATTENZIONE/WARNING - FLUO COLORS A

A causa della natura chimica dei pigmenti fluorescenti utilizzati, si segnala quanto segue:

- a contatto faccia a faccia si possono verificare fenomeni di migrazione del colore.

- avendo una ridotta resistenza alla luce (come indicato nella nostra scheda tecnica), un’ esposizione prolungata ai raggi solari pud causare
una sensibile riduzione dellintensita del colore.

Raccomandiamo pertanto di prendere le opportune precauzioni e di valutare con attenzione I'idoneita del prodotto alla destinazione d’uso
richiesta.

Due to the chemical nature of the fluorescent pigments, please note:

- placing the material face to face may cause a color migration.

- due to the low color fastness (as per our technical data sheet), exposing the material to sunlight may cause a significant reduction in the
intensity of the color.

Therefore we recommend to take all the necessary precautions and to carefully evaluate the fitness of this product for the use it is designa-
ted.

iArticolo/Article Composizione/Composition | Peso/Weight Altezza/Width

Support: 30% (100% PL)
Resins: 70% PU

| Gommato 25V gr/m? 660 £5% | cm 140




Nappina - 41A




RO07 : G002 - 0802
R502 G816 - H333
R677 L655 - 1339

: : - R
B665 M990 - Q332

D303 N102 P118

D906 24 P667

E815 0305 P503

E’ disponibile su richiesta ia versione con N448
§ Upon request is available a version with

=" » Nappina LX 2F4 <«

BI ore than | di BIO-MASSA

- ' ) . -

derivante da fonti rinnovabili vegetali.

\ Polyurethanes ~ g o/
o) 2 Yo | of BIO-BASED CARBON

coming from vegetables renewabie Sources.

Articolo/Article { Composizione/Composition Peso/Weight Altezza/Width |
| Nappina 41A 15%PES-34%COT-51%PU | gr/m? 330 + 5% f cm 140
i - ‘ ' s
| Napp e = 15%PES-34%COT-51%Bio PU ; gr/m? 330 + 5% ‘ cm 140 i

Su ricnie [ i |




WERE® Suede GC/SL

- Mycro Suede 16 @

Mycro Suede 18 @

Mycro Suede SL Mycro Suede GC (2 layers
Thickness (mm) Normal Hydr Thickness (mm) Normal H

0,6 Y46 960 1.1-13 0K
0,8 380 381 1.5-1 05
1,0 727 728 1,8-2
1,2 964 967
L 965 968

o 16 004 969

1,8 975 976




BREATHABLE

ECO-FRIENDLY

@ Does not contain nocive
products

o

Hydro treatment on demand.



